
Airdrome Aeroplanes Data Sheet  

  
 Model               Scale        Wing Span   Empty Wt   Useful Load   Stall Speed   Cruise Speed    Top Speed     Rate of Climb          Engine    

 

 

 Nieuport 11  
 

  
87 %  

  
23’ 9”   

  
435 Lbs  

  
220 Lbs  

  
35 Mph  

  
74 Mph  

  
88 Mph  

  
750 Fpm  

 Rotax    

Small VW   

  

Nieuport 17  
 

  
Full  

  
26’ 3”   

  
 532 Lbs  

  
300 Lbs  

  
39 Mph  

  
87 Mph  

  
97 Mph  

  
 1050 Fpm  

Vw 2180  

Rotec Radial  

  

Nieuport 24  
 

  
Full  

  
26’ 3”   

  
545 Lbs  

  
300 Lbs  

  
39 Mph  

  
88 Mph  

  
98 Mph  

  
980 Fpm  

Rotec Radial  

Vw 2180  

  

Nieuport 28  
 

  
Full  

  
27’ 3”   

  
  812 Lbs  

  
300 Lbs  

  
39 Mph  

  
84 Mph  

  
95 Mph  

  
 980 Fpm  

 Rotec Radial  

Vw 2180  

  

Fokker Dr1  
 

  
Full  

  
23’ 6”   

  
 587 Lbs  

  
300 Lbs  

  
32 Mph  

  
76 Mph  

  
89 Mph  

  
1220 Fpm  

Vw 2180 

Rotec Radial  

  

Fokker Dr1  
 

  
3/4  

  
18’ 6”   

  
 397 Lbs  

  
242 Lbs  

  
32 Mph  

  
64 Mph  

  
78 Mph  

  
 950 Fpm  

 Rotax 582 

Small Vw  

  

Fokker D-VI  
 

  
3/4  

  
18’ 6”   

  
 297 Lbs  

  
242 Lbs  

  
32 Mph  

  
73 Mph  

  
78 Mph  

  
 750 Fpm  

 Rotax 503 

Small Vw  

  

Fokker D-VII  
 

  
80%  

  
23’ 10”   

  
470 Lbs  

  
300 Lbs  

  
34 Mph  

  
94 Mph  

  
102 Mph  

  
 960 Fpm  

 Hirth F30  

Vw 2180   

  

Fokker D-VIII  
 

  
3/4  

  
23’ 6”   

  
 263 Lbs  

  
242 Lbs  

  
34 Mph  

  
69 Mph  

  
78 Mph  

  
920 Fpm  

   
Rotax  

  

Eindecker E-III  
 

  
3/4  

  
23’ 2”   

  
238 Lbs  

  
242 Lbs  

  
32 Mph  

  
63 Mph  

  
82 Mph  

  
 1100 Fpm  

 Rotax   

Big Twin   

  

Morane “L”  
 

  
3/4  

  
23’ 4”   

  
 376 Lbs  

  
242 Lbs  

  
34 Mph  

  
68 Mph  

  
85 Mph  

  
820 Fpm  

 Rotax   

Big Twin   

  

Dream Classic  
 

  
Full  

  
36’  

  
228 Lbs  

  
300 Lbs  

  
28 Mph  

  
52 Mph  

  
61 Mph  

  
 625 Fpm  

   
Rotax   

  

Dream Classic   
 

Full 

Strut  
  

26’  
  

 236 Lbs  
  

225 Lbs  
  

30 Mph  
  

56 Mph  
  

65 Mph  
  

645 Fpm  
  

 Rotax   

 Dream Fantasy   Full   28’ 6”   312 Lbs   320 Lbs   27 Mph   49 Mph   61 Mph   525 Fpm    Rotax   



  

Bleriot XI   
 

  
3/4  

  

26’  
  

376 Lbs  
  

260 Lbs  
  

30 Mph  
  

45 Mph  
  

61 Mph  
  

920 Fpm  

Rotax  

Small Vw   

  
Bleriot XI  

 

  
Full   

  
28’6”  

  
654 Lbs  

  

300 Lbs  
  

34 Mph  
  

55 Mph  
  

65 Mph  
  

940 Fpm  

Vw 2180  

Rotec Radial   

  
Sopwith Pup  

  
Full   

  

27’  
  

596 Lbs  
  

300 Lbs  
  

37 Mph  
  

81 Mph  
  

93 Mph  
  

1000 Fpm  

Vw 2180  

Rotec Radial   

  

Sopwith Camel  

F1  

  
Full  

  
28’ 4”   

  
 943 Lbs  

  
300 Lbs  

  
40 Mph  

  
93 Mph  

  
103 Mph  

  
960 Fpm  

Rotec Radial 

Vw 2180   

 

Sopwith Camel 

2F.11 

 

Full 

 

26’ 10” 

 

1050 Lbs 

 

450 Lbs 

 

45 Mph 

 

93 Mph 

 

103 Mph 

 

1000 Fpm 

Verner 

Scarlett  

7S/9S 

  

DH-2   
 

  
3/4  

  
22’ 8”   

  
 354 Lbs  

  
225 Lbs  

  
29 Mph  

  
54 Mph  

  
64 Mph  

  
580 Fpm  

 Rotax  

Big Twin   

  
Sopwith Tabloid   

 
Full 
2 seat 

SBS 

  
25’ 4”  

  
791 Lbs  

  
410 Lbs  

  
40 Mph  

  
78 Mph  

  
91 Mph  

  
760 Fpm  

  
Large Vw  

  
Sopwith Baby  

 

 
Full 
2 seat 

SBS 

  
25’ 4”  

  
895 Lbs  

  
410 Lbs  

  
40 Mph  

  
78 Mph  

  
91 Mph  

  
680 Fpm  

  
Rotec Radial  

  
Sopwith Schneider  

 
Full 
2 seat 

SBS 

  
25’ 4”  

  
780 Lbs  

  
410 Lbs  

  
40 Mph  

  
78 Mph  

  
91 Mph  

  
760 Fpm  

  
Large Vw  

 

 

Notes: 

1. The Sopwith Camel 2F.1 building criteria includes 0.125” thick aluminum spars 

throughout the aeroplane wings, using all recommended AN hardware, and Bruntons 

Brace Wires. 


